
1 
 

 

www.CarboniteCummins.com 

By Flopster843 

01 July 2011 

The time has come for me to upgrade the clutch in my truck. This is my attempt to document the entire 

ǇǊƻŎŜŘǳǊŜ ƛƴ ƘƻǇŜǎ ǘƘŀǘ ƛǘ ƳƛƎƘǘ ƘŜƭǇ ǎƻƳŜƻƴŜ ƻǳǘ ǿƘŜƴ ǘƘŜȅ ƘŀǾŜ ǘƻ Řƻ ǘƘŜ ǎŀƳŜΦ ¢ƘŜ ά/ƭǳǘŎƘ млмέ 

section is to help describe what a clutch is, how it works, and some of the different options for an 

ǳǇƎǊŀŘŜΦ LŦ ȅƻǳΩǊŜ ŦŀƳƛƭƛŀǊ ǿƛǘƘ ǿƘŀǘ ƛǘ ƛǎ ŀƴŘ Ƙƻǿ ƛǘ ǿƻǊƪǎΣ Ƨǳǎǘ ǎƪƛǇ Řƻǿƴ ǘƻ ǘƘŜ άwŜƳƻǾŀƭέ ǎŜŎǘƛƻƴ on 

page 7 and start from there. This article is based on installing a South Bend SDD3250-GK dual disk clutch 

into a 2008 Dodge wŀƳ нрллΦ ¢ƘŜ ǇǊƻŎŜŘǳǊŜǎ ǎƘƻǳƭŘ ōŜ ǎƛƳƛƭŀǊ ŦƻǊ ƻǘƘŜǊ ŎƭǳǘŎƘ ƛƴǎǘŀƭƭǎΣ ōǳǘ L ŎŀƴΩǘ ƳŀƪŜ 

any guarantees, so use at your own risk. As always, I highly recommend familiarizing yourself with the 

entire procedure before you start, ensure you have all the parts and tools you need, and to always wear 

your personal protective equipment.  

Clutch 101 

Ah, the clutch. That mysterious component that is so vital to the operation of a manual transmission.  

LǘΩǎ ǘƘŜ ǎƛƴƎƭŜ ŘƛǎŎƻƴƴŜŎǘƛƻƴ ŘŜǾƛŎŜ ōŜǘǿŜŜƴ ǘƘŜ ŜƴƎƛƴŜ ŀƴŘ ǘǊŀƴǎƳƛǎǎƛƻƴΣ ŀƭƭƻǿƛƴƎ ȅƻǳ ǘƻ ǊŜƳƻǾŜ 

power from the rest of the drive train so you can stop or shift gears. Generally they are extremely robust 

and will last for a long time, but like everything else, they do have a failure point. It is a wear item, just 

like brakes, and your driving habits will directly contribute to failure. Things such as riding the clutch 

(driving with your foot on the pedal all the time and/or depressing the clutch slightly to slow the truck), 

excessive slipping during takeoff, towing/hauling very heavy loads, increasing the power, or a 

combination of these items dramatically decrease the life span of the clutch.  

My clutch met an early demise because of added power. The tale-tell sign of a failing clutch is slipping 

without the pedal being depressed. It will generally start during high-load situations, such as high 

gears/speed or while towing something heavy. I first noticed the clutch slipping when I had my power 

box cranked up traveling in high gear. When I would accelerate on the interstate my engine RPMs would 

increase but my speed would not until I let out of the throttle and let the clutch re-catch. This exact 

same scenario also happened when my power box was off and I was towing the trailer around. Once the 

ŎƭǳǘŎƘ ǎƭƛǇǎ ǘƘŜ ŦƛǊǎǘ ǘƛƳŜΣ ƛǘ ǿƛƭƭ ƻƴƭȅ ƎŜǘ ǿƻǊǎŜ ǳƴǘƛƭ ȅƻǳ ŎŀƴΩǘ ŘǊƛǾŜ ǘƘŜ ǘǊǳŎƪ ŀƴȅƳƻǊŜΦ ! ŎƭǳǘŎƘ 

replacement, and preferably an upgrade, will soon result.  

{ƻ ƴƻǿ ǘƘŀǘ ȅƻǳΩǾŜ Ǝƻǘ ǘƻ ǊŜǇƭŀŎŜ ȅƻǳǊ ŎƭǳǘŎƘΣ ǿƘŀǘ ŀre you going to replace it with: another OEM stock 

clutch, an upgraded stock clutch, or a high-performance aftermarket clutch? Do you want an organic 

clutch, a ceramic clutch, a clutch with Kevlar in it, or a combination of materials? Do you want a single 

disk, a dual disk, a triple disk, or something else? What plate load would you like; 2500, 3000, 3500, 
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4000, etc.? Are you replacing the flywheel? Do you need to upgrade anything else with the clutch, such 

as the hydraulic assembly or the clutch fork? Will a new clutch have any clearance issues with the engine 

or inside the bell housing? These are key questions that you need to answer before you decide on a 

replacement clutch. If you need help, which almost everybody does, give the guys at South Bend Clutch 

ŀ Ŏŀƭƭ ŀƴŘ ǘƘŜȅΩƭƭ ƘŜƭǇ ȅƻǳ ƻǳǘΦ  

¢ƻ ƘŜƭǇ ȅƻǳ ƳŀƪŜ ȅƻǳǊ ŘŜŎƛǎƛƻƴΣ ǿŜΩƭƭ ǎǘŀǊǘ ǿƛǘƘ Ƙƻǿ ŀ ŎƭǳǘŎƘ ǿƻǊƪǎΦ ¢ƘŜ ōŀǎƛŎ ŎƭǳǘŎƘ ŘŜǎƛƎƴ ƛǎ ŦŀƛǊƭȅ 

simple. You have a flywheel (3) and a pressure plate (1) that are directly connected to the engine. 

Sandwiched between those two items, you have a clutch disk (2) that is directly connected to the 

transmission input shaft. The pressure plate pushes against the flywheel and squeezes the clutch disk in 

the middle, which creates a solid connection between the engine and transmission. When you press on 

the clutch pedal, the pressure plate and flywheel are forced apart, releasing the clutch disk, and causing 

the connection between the engine and transmission to be broken. 
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The flywheel is usually a solid piece that is bolted to the crankshaft. The inner part is machined to create 

a smooth area for the clutch disk to contact it. The outer part has provisions to allow the pressure plate 

ǘƻ ōƻƭǘ ǘƻ ƛǘΦ hƴ ǘƘŜ ƻǳǘǎƛŘŜ ƻŦ ǘƘŜ ŦƭȅǿƘŜŜƭΣ ŀ άǊƛƴƎ ƎŜŀǊέ ƛǎ ƛƴǎǘŀƭƭŜŘΦ ¢Ƙƛǎ ƛǎ ǿƘŜǊŜ ȅƻǳǊ ǎǘŀǊǘŜǊ ŎƻƴǘŀŎǘǎ 

when you start your vehicle. The OEM flywheel installed behind the 6.7L Cummins in Dodge trucks is a 

άŘǳŀƭ-Ƴŀǎǎέ ƳƻŘŜƭΦ Lǘ ƛǎ ŎƻƳǇǊƛǎŜŘ ƻŦ an inner section that bolts to the crank, and an outer section. 

These two sections are held together with internal springs and allow flex between the crank and the rest 

of the clutch assembly. Dodge utilized this design to dampen the harmonic vibrations that naturally 

occur in a diesel engine. These vibrations would normally travel through the clutch assembly and into 

ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴΣ ǊŜǎǳƭǘƛƴƎ ƛƴ ŀ άƎǊƻǿƭέ ƴƻƛǎŜ ŦǊƻƳ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴΦ ¢ǊŀƴǎƳƛǎǎƛƻƴ ƴƻƛǎŜ ŘƻŜǎƴΩǘ ǎŜƭƭ 

trucks, so this was designed to eliminate the noise.  On paper it looks good, but in real life itΩs a horrible 

design that is very prone to failure. Ford tried a similar experiment in 2003, but quickly realized how 

horrible it was and canceled the dual mass flywheel; Dodge has yet to figure it out. If you replace the 

dual mass flywheel with a solid flywheel, you will dramatically increase reliability but you will develop a 

transmission growl at low RPM. The growl is noticeable below 1500 RPMs on my truck, but manageable.  

The clutch disk resides between the flywheel and pressure plate.  It is splined in the center and slides 

over the transmission input shaft. When the clutch disk turns, it forces the input shaft to turn with it.  

The clutch disk is a metal disk that has wear pads riveted to the outside, similar to a set of brake pads. 

These pads come in contact with both the flywheel and the pressure plate to create the friction required 

to turn the transmission. These pads are commonly made up of two types of materials; organic and 

ceramic, but can be constructed from a variety of materials or a combination of materials. Organic pads 

are installed in OEM applications. They are softer, quieter, have a smoother engagement, and usually 

can accept more mistreatment before failure. The other type is a ceramic material. It will engage 

quicker, engage more aggressively, and will hold longer than organic. It will also create more heat when 

ǎƭƛǇǇŜŘ ŀƴŘ ǘƘŜ ŜƴƎŀƎŜƳŜƴǘ ƛǎƴΩǘ ŀǎ ǎƳƻƻǘƘΦ  

On a dual Řƛǎƪ ŎƭǳǘŎƘ ŀǎǎŜƳōƭȅΣ ȅƻǳ ǿƛƭƭ ƘŀǾŜ ŀ άŦƭƻŀǘŜǊ ǇƭŀǘŜέ ŀƴŘ ŀ ǎŜŎƻƴŘ ŎƭǳǘŎƘ ŘƛǎƪΦ  ¢ƘŜ ŦƭƻŀǘŜǊ ǇƭŀǘŜ 

acts as an intermediate flywheel between the clutch disks. The floater plate sits into notches built into 

the flywheel so they rotate as a single unit. Dual disk clutch assemblies are notorious for making a lot of 

rattling and clanking noise when at idle and whenever the pedal is depressed. The noise is a direct result 

of the floater plate vibrating when there is no load on it. The newer style dual disk clutch utilizes several 

methods for keeping the floater plate quiet, such as non-metallic bushings on the ears of the plate, but 

they still make some noise. 

The pressure plate is a spring loaded device. It defaults to applying pressure to the clutch disk. The 

aƳƻǳƴǘ ƻŦ ǇǊŜǎǎǳǊŜ ŀǇǇƭƛŜŘ ƛǎ ŎŀƭƭŜŘ άǇƭŀǘŜ ƭƻŀŘΦέ ! ŎƭǳǘŎƘ ǿƛǘƘ ŀ оΣллл ƭōΦ ǇƭŀǘŜ ƭƻŀŘ ƛǎ ŀǇǇƭȅƛƴƎ оΣллл 

lbs of pressure to the clutch disk. The center of the backside of the pressure plate is equipped with 

άŦƛƴƎŜǊǎέ ƻǊ άƭŜǾŜǊǎέΦ ²ƘŜƴ ǇǊŜǎǎǳǊŜ ƛǎ ŀǇǇƭƛŜŘ ǘo the fingers, it pulls the pressure plate back away from 

the flywheel, releasing the clutch. Typically, fingers are utilized on automotive clutches where the clutch 

is designed to be cycled many times. Levers are utilized on clutches with a very heavy plate load and are 

not designed to cycle as frequently. On a daily driver, you generally want fingers.  
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Behind the pressure plate you will find a throw-out bearing (1) and sometimes a clutch fork (2). Dodge 

utilizes a clutch fork.  The throw-out bearing is what comes in contact with the fingers of the clutch 

when you try to disengage it. The clutch is turning at engine RPM, the transmission housing is not, so a 

bearing is used. You should always replace this bearing whenever the transmission is out of the truck, 

regardless of its condition. It gets a lot of wear and is easy and cheap to change when the transmission is 

out, rather than having to remove the transmission again later to replace it. The throw-out bearing rests 

on the clutch fork. It is a lever that sits on a pivot ball on one side of the bell housing, crosses behind the 

clutch assembly, and sticks out of the other side. It is used as a mechanical advantage to the hydraulic 

assembly to press the throw out bearing into the pressure plate. Some vehicles have a setup that places 

the hydraulic slave cylinder directly behind the throw-out bearing and do not utilize a clutch fork. 
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The last major component is the hydraulic assembly utilized to operate the clutch.  The clutch pedal in 

the cab is ŎƻƴƴŜŎǘŜŘ ǘƻ ŀ ƘȅŘǊŀǳƭƛŎ ŎȅƭƛƴŘŜǊ ƳƻǳƴǘŜŘ ǘƻ ǘƘŜ ŦƛǊŜǿŀƭƭ ŎŀƭƭŜŘ ǘƘŜ άMaster CȅƭƛƴŘŜǊέ (1). 

When you push the clutch pedal it pushes on the master cylinder, converting your manual push force to 

hydraulic pressure. This hydraulic pressure travels down a line to the side of the transmission to a 

ǎŜŎƻƴŘ ƘȅŘǊŀǳƭƛŎ ŎȅƭƛƴŘŜǊ ŎŀƭƭŜŘ ǘƘŜ ά{ƭŀǾŜ /ȅƭƛƴŘŜǊέ (2). The slave cylinder transfers the hydraulic 

pressure back into a mechanical force and pushes on the clutch fork assembly. If the truck utilizes an 

internal slave cylinder, the slave cylinder will be located inside the bell housing and will push directly on 

the throw-out bearing. Older vehicles and some smaller vehicles utilize a mechanical linkage between 

the clutch pedal and the clutch fork instead of the hydraulic assembly. 

 

 

There are many ways to upgrade a clutch. Replace the dual-mass flywheel with a solid flywheel, upgrade 

the clutch pad material, upgrade the pressure plate, upgrade hydraulics, special trade secrets, or a 

combination of everything. You could keep a lighter pressure plate and upgrade the clutch material. Or, 

keep the organic clutch material and get a stronger pressure plate with upgraded hydraulics to keep 

stock-like pedal pressure. You could upgrade everything for more holding powerΦ LŦ ǘƘŀǘΩǎ ƴƻǘ ŜƴƻǳƎƘΣ 

you can add a second clutch disk, or a third. You could also add a second disk and keep a light flywheel. 

The possibilities are endless.  

Choosing a replacement clutch is a very technical situation. You need one that will hold what you want, 

ǿƛǘƘƻǳǘ ǊǳƛƴƛƴƎ ǘƘŜ ŘǊƛǾƛƴƎ ŜȄǇŜǊƛŜƴŎŜ ƻŦ ȅƻǳǊ ǘǊǳŎƪΦ ¸ƻǳ ƴŜŜŘ ƻƴŜ ǘƘŀǘΩǎ ǊŜƭƛŀōƭŜ ōŀŎƪŜŘ ōȅ ŀ ŎƻƳǇŀƴȅ 

who will help you out and take care of you if something were to happen. You need to contact a company 

who has worked with clutches for a long time, who knows clutches and how they work, and who will 

help you find the perfect clutch for your setup. These are the reasons I contacted Peter from South Bend 

Clutch.  (www.SouthBendClutch.com) These guys know clutches inside and out. They design and build 

their own performance clutch upgrade kits, and will help you find the perfect clutch for your setup.  I 

have used clutches from South Bend Clutch in several vehicles and have had nothing but great success.  

IŦ ȅƻǳΩǊŜ ƭƻƻƪƛƴƎ ŦƻǊ ŀ ŎƭǳǘŎƘΣ ǘƘŜǊŜ ƛǎ ƴƻ ƴŜŜŘ ǘƻ ƭƻƻƪ ŀƴȅǿƘŜǊŜ ŜƭǎŜΦ  

http://www.southbendclutch.com/
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After speaking with South Bend Clutch about my truck and what I intended to do with my truck, they 

suggested I go with the SDD3250-GK with the hydraulics upgrade. This clutch is a dual-disk clutch with a 

solid flywheel.  It has two clutch disks with ceramic pads and a 3250 lb plate load. It includes a modified 

clutch fork assembly and when coupled with the optional hydraulic upgrade (highly recommended), the 

pedal pressure is only slightly more (25-30%) than a stock clutch. It is rated for 550-750 HP and designed 

to be in a truck utilized as a daily driver/work truck.  

!ǎ ǿƛǘƘ ŀƴȅ ǇŜǊŦƻǊƳŀƴŎŜ ǳǇƎǊŀŘŜΣ ȅƻǳ ŎŀƴΩǘ ƘŀǾŜ ŀƭƭ ǘƘŜ ƎƻƻŘ ǎǘǳŦŦ ǿƛǘƘƻǳǘ ƎŜǘǘƛƴƎ ǎƻƳŜ ƻŦ ǘƘŜ ōŀŘ 

with it. There are a few minor downsides to installing a performance clutch that you should be aware of, 

but none that should steer you away from the upgrade.  

First off, EVERY dual disk clutch on the market will rattle at idle and when you hold the clutch pedal 

down. This is ŘǳŜ ǘƻ ǘƘŜ ŎŜƴǘŜǊ άŦƭƻŀǘŜǊέ ǇƭŀǘŜ ōŜǘǿŜŜƴ ǘƘŜ ŎƭǳǘŎƘ ŘƛǎƪǎΦ ²ƘŜƴ ǘƘŜǊŜ ƛǎ ƴƻ ƭƻŀŘ ƻƴ ƛǘΣ ƛǘ 

will vibrate and create a chatter noise. The chatter used to be really bad with old dual disk clutches, but 

due to technological advancements the noise has been severely dampened. In the cab I can just barely 

hear it unless the radio is on at all, at which time it disappears completely. 

Second, the G-рс ǿƛƭƭ ƎǊƻǿƭ ǿƘŜƴ ȅƻǳ ƭǳƎ ǘƘŜ ǘǊǳŎƪ ŀǊƻǳƴŘΦ ¢ƘŜ h9a ŎƭǳǘŎƘΩǎ Řǳŀƭ Ƴŀǎǎ ŦƭȅǿƘŜŜƭ 

ŘŀƳǇŜƴǎ ǘƘƛǎ ƴƻƛǎŜ ǎƻ ȅƻǳ ŎŀƴΩǘ ƘŜŀǊ it, but when you replace the dual mass flywheel with a solid 

flywheel all the harmonic vibrations of the engine are transferred into the transmission. The growl will 

go away with higher engine speed. Gears 1-3 and 6 will quiet down after about 1200 RPM, Gears 4 and 5 

ƴŜŜŘ ǘƻ ōŜ ŀōƻǾŜ муллΦ L ŀŘƧǳǎǘŜŘ Ƴȅ ŘǊƛǾƛƴƎ ǎǘȅƭŜ ŀ ƭƛǘǘƭŜ ŀƴŘ ŘƻƴΩǘ ƘŜŀǊ ƛǘ ǾŜǊȅ ƳǳŎƘ ŀƴȅƳƻǊŜΦ 

Third, the weight of the clutch pedal is slightly heavier ǘƘŀƴ ǎǘƻŎƪΦ LǘΩƭƭ ŦŜŜƭ ǊŜŀƭƭȅ ƘŜŀǾȅ ŀǘ ŦƛǊǎǘΣ ōǳǘ L 

adapted after about a week of driving.  

Forth, the ceramic buttons on the clutch will make it grabby. This is especially noticeable while trying to 

back up a trailer. Slipping the clutch causes the truck to buck some, which makes it harder to gently 

maneuver the trailer. In my opinion, this is the only big downside to a performance clutch upgrade, but 

ƭƛƪŜ ŜǾŜǊȅǘƘƛƴƎ ŜƭǎŜΣ ȅƻǳΩƭƭ ŀŘŀǇǘ ǘƻ ƛǘ ŀƴŘ ƛǘ ǿƻƴΩǘ ōŜ ƳǳŎƘ ƻŦ ŀƴ ƛǎǎǳŜ ŀŦǘŜǊ ŀ ǿƘƛƭŜΦ  
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REMOVAL 

After speaking with South Bend Clutch and deciding what clutch I needed, I got in contact with James at 

Rollin Smoke Diesel (http://www.rollinsmokediesel.com) and ordered my SDD3250-GK with the 

hydraulics upgrade. South Bend Clutch encourages people to buy their clutches through their dealer 

network. This allows them to spend less time taking orders and more time designing/building clutches. 

After about a week my clutch and hydraulic upgrade kit arrived at my house. I heard the UPS guy make a 

horrible grunting noise when he had to pick up the 119 lb box out of his truck. On my next day off, I 

headed to the shop to install the clutch. I highly suggest you utilize a lift and a transmission jack to 

ǊŜƳƻǾŜ ǘƘŜ ǘǊŀƴǎΦ LǘΩǎ ǊŀǘƘŜǊ ƭŀǊƎŜ ŀƴŘ ȅƻǳΩǊŜ ƴƻǘ ǎǘǊƻƴƎ ŜƴƻǳƎƘ ǘƻ lie on your back in your driveway and 

pick it up.  

1. Position the truck on a lift and lay all your parts out. If you forget and leave the clutch in the bed of 

ȅƻǳǊ ǘǊǳŎƪΣ ȅƻǳΩǊŜ ƎƻƛƴƎ ǘƻ ƘŀǾŜ ŀƴ ƛƴǘŜǊŜǎǘƛƴƎ ǘƛƳŜ ǘǊȅƛƴƎ ǘƻ ƎŜǘ ƛǘ ƻǳǘ ŀŦǘŜǊ ǘƘŜ ǘǊǳŎƪ ƛǎ ƭƛŦǘŜŘ. Be sure to 

ƛƴǎǇŜŎǘ ǘƘŜ ŎƻƴǘŜƴǘǎ ƻŦ ǘƘŜ ŎƭǳǘŎƘ ƪƛǘ ǘƻ ŜƴǎǳǊŜ ȅƻǳ ƘŀǾŜ ŜǾŜǊȅǘƘƛƴƎ ƭƛǎǘŜŘΦ LŦ ȅƻǳΩǊŜ ƳƛǎǎƛƴƎ ǎƻƳŜǘƘƛƴƎΣ 

contact the place you bought the clutch from or South Bend Clutch directly to get what you need.  

 

  

http://www.rollinsmokediesel.com/
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2. Start by removing the 4X4 shift ƭŜǾŜǊ ōƻƻǘ όƻǊ ǘƘŜ ōƭŀŎƪ ǇƭŀǎǘƛŎ ǇƛŜŎŜ ƛŦ ȅƻǳ ŘƻƴΩǘ ƘŀǾŜ ǘƘŜ ōƻƻǘύΣ ǘƘŜ 

rubber cup holder insert, and the shifter boot from center console assembly; everything just pops out 

without any hardware. Once that is out of the way remove the three screws holding the plastic center 

console piece down, pick it up and set it out of the way. Then remove the two screws holding the 

ŦƻǊǿŀǊŘ ǎŜŎǘƛƻƴ ƻƴΦ {ƭƛŘŜ ƛǘ ǎǘǊŀƛƎƘǘ ōŀŎƪ ǘƻ ǊŜƳƻǾŜ ƛǘ όǘƘŜǊŜΩǎ ŀ ƴƻǘŎƘ ǘƘŀǘ ǎƭƛŘŜǎ ŀǊƻǳƴŘ ǘƘŜ ǎƘƛŦǘŜǊύ ŀƴŘ 

set it out of the way.  
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3. Remove the 6 screws holding the inner shifter boot to the transmission hump. There are two screws 

on the back and two on either side, nothing in the front. These are under the carpet and are a little 

tricky to get out. Once the screws are out, slide the center boot assembly up through the hole in the 

carpet and invert it over the shifter. Remove the two nuts holding the shift lever to the shift tower and 

set the entire shifter, boots still attached, out of the way. Remove the 4 bolts holding the shift tower to 

the top of the transmission and pull it up out of the trans. These bolts are external torx bolts (where the 

ƘŜŀŘ ƻŦ ǘƘŜ ōƻƭǘ ƭƻƻƪǎ ƭƛƪŜ ŀ ǘƻǊȄ ōƛǘύ ōǳǘ L ǿŀǎ ŀōƭŜ ǘƻ ƎŜǘ ǘƘŜƳ ƻǳǘ ǿƛǘƘ ŀ мнǇǘ ǎƻŎƪŜǘΦ LŦ ǘƘŜȅΩǊŜ ǎǳǇŜǊ 

tight, you might need a special socket. Stuff some rags in the hole to keep any debris from falling into 

ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴΦ ¸ƻǳΩǊŜ ƴƻǿ finished in the cab.  
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4. Raise the lift and get under the truck. Start by marking the rear driveshaft where it connects to the 

differential yolk. (I scratched it with a screwdriver) This is so you can install the driveshaft exactly as it 

was removed. In theory this is not needed, but ƛǘΩǎ ŀ ƎƻƻŘ ǇǊŀŎǘƛŎŜ ǘƻ ƎŜǘ ƛƴǘƻ ŀƴŘ I like to do it anyway. 

Remove the 4 bolts from the rear yolk and pull the driveshaft off, then slide it out of the rear of the 

transmission. Be careful not to drop it or damage the shiny end that goes in the transmission, this will 

ŎŀǳǎŜ ŀ ƭŜŀƪΦ [ŀȅ ƛǘ ǎƻƳŜǿƘŜǊŜ ǿƘŜǊŜ ȅƻǳ ǿƻƴΩǘ ǘǊƛǇ ƻƴ ƛǘ ǿƘƛƭŜ ǿƻǊƪƛƴƎΦ  

 

 

 

 

 

 

 

 

 

5. Repeat this process for the front driveshaft where it connects to the transfer case. Remove the two 

bottom bolts and then you must remove the weight from one front tire by jacking it up so you can 

rotate the driveshaft over to get to the two bolts that ǿŜǊŜ ƻƴ ǘƘŜ ǘƻǇΦ L ŘƛŘƴΩǘ ŦŜŜƭ ƭƛƪŜ ŎƻƳǇƭŜǘŜƭȅ 

removing the driveshaft from the truck, so I left the front connected and utilized a ratchet strap to hold 

ƛǘ ǘƻ ǘƘŜ ŦǊŀƳŜ ǊŀƛƭΦ ¢Ƙƛǎ ƛŘŜŀ ǿƻǊƪŜŘ ƎǊŜŀǘ ŀƴŘ ƛǘ ǿŀǎƴΩǘ ƛƴ Ƴȅ ǿŀȅΦ After both drive shafts are 

disconnected, I suggest placing the truck in to 4X4 to lock the transfer case. This will make your job of re-

ŀƭƛƎƴƛƴƎ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴ ŀ ƭƻǘ ŜŀǎƛŜǊΦ LΩƭƭ ŜȄǇƭŀƛƴ ƳƻǊŜ ŘǳǊƛƴƎ step 7 of the install phase.  
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6. If you ƘŀǾŜƴΩǘ deleted the DPF yet, remove the two rubber hoses on the passenger side of the 

transmission that go to the exhaust pressure sensor. 

 

 

 

 

 

 

 

 

7. The wiring harness for the transmission reverse light switch, DPF pressure sensor, transfer case, and 

all of the exhaust system must be pulled out oŦ ǘƘŜ ǿŀȅΦ Lǘ ǎǘŀǊǘǎ ƻƴ ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ǘƻǇ ƻŦ ǘƘŜ 

transmission and runs back towards the transfer case. It then drops down under the transfer case, 

crosses the truck on the cross member, attaches to the passenger side frame rail, runs back forward for 

the exhaust sensors, then loops around and follows the frame rail back. Remove every plastic clip and 

ŎƻƴƴŜŎǘƻǊ ŦǊƻƳ ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ŦǊƻƴǘ ƻŦ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴ ŀƭƭ ǘƘŜ ǿŀȅ ǘƻ ǿƘŜǊŜ ƛǘ ǊŜŀŎƘŜǎ ǘƘŜ ǇŀǎǎŜƴƎŜǊ 

frame rail. This will allow you enough slack to loop it over the top of the transfer case and slide the 

transmission out from under it. There is no need to remove it from the passenger side frame rail.  
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уΦ wŜƳƻǾŜ ǘƘŜ ŎƭǳǘŎƘ ǎƭŀǾŜ ŎȅƭƛƴŘŜǊ ŦǊƻƳ ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ƻŦ ǘƘŜ ōŜƭƭ ƘƻǳǎƛƴƎ ōȅ ǊŜƳƻǾƛƴƎ ǘƘŜ ǘǿƻ nuts 

ƘƻƭŘƛƴƎ ƛǘ ƻƴΣ ƛǘ ǿƛƭƭ ǎƭƛŘŜ ƻǳǘ ƛƴ ȅƻǳǊ ƘŀƴŘΦ [ƻƻǇ ƛǘ ƻǾŜǊ ǘƻ ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ŦǊŀƳŜ Ǌŀƛƭ ŀƴŘ ǎŜǘ ƛǘ ƻǳǘ ƻŦ ǘƘŜ 

way. The front driveshaft makes a nice shelf for this. 

 

 

 

 

 

 

 

 

 

9. Support the transmission with a good transmission jack and securely strap it down. It will try to rotate 

ǿƛǘƘ ǘƘŜ ǘǊŀƴǎŦŜǊ ŎŀǎŜ ƘŀƴƎƛƴƎ ƻŦŦ ƻŦ ǘƘŜ ǎƛŘŜ ŀƴŘ ƛŦ ǘƘŜ ƧŀŎƪ ƛǎƴΩǘ ŎŜƴǘŜǊŜŘ ƛǘ Ƴŀȅ ǘǊȅ ǘƻ slide forward or 

back.  
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10. Remove the three nuts in the center of the cross member that hold the transmission mount. Raise 

the jack to remove the weight off of the cross member. Now remove the 4 bolts (two on either side) 

that hold the cross member in place and remove it from the truck. I heard rumor that if you lift up the 

front of the engine it will help the transmission come out and go back in easier. I decided to attach a 

ratchet strap between the frame rails to pull up on the front part of the oil panΦ LΩƳ ƴƻǘ ǎǳǊŜ ƛŦ ƛǘ ƘŜƭped 

or not, but I did it anyway. 

 

 

 

 

 

 

 

 

11. Remove the two bolts on the passenger side bottom corner of the bell housing that attach the 

exhaust mount to the transmission. You can apply some force to this and rotate it counter clockwise so 

you can slide it off of the hanger rod on the downpipe. Then remove the other six bell housing bolts. The 

ǘƻǇ ǘǿƻ ōƻƭǘǎ ƻƴ ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ŀǊŜ ƘƻƭŘƛƴƎ ŀ ōǊŀŎƪŜǘ ŀǎǎŜƳōƭȅ ǘƘŀǘΩǎ ǳǎŜŘ ǘƻ ǎǳǇǇƻǊǘ ŀ ǿƛǊƛƴƎ ƘŀǊƴŜǎǎ 

and vent hoseΦ LǘΩǎ Ŝŀǎȅ ǘƻ ǊŜƳƻǾŜΣ Ƨǳǎǘ ōŜ ŀǿŀǊŜ ƻŦ ƛǘΦ  
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NOTE: There is not enough clearance between the exhaust hanger on the downpipe and the 

transmission bell housing for you to slide the transmission back. You will need somebody to pry 

between the transmission and the hanger while you wiggle the transmission back to get enough 

ŎƭŜŀǊŀƴŎŜΦ LŦ ȅƻǳ ŘƻƴΩǘ ǿŀƴǘ ǘƻ Řƻ ǘƘƛǎΣ ȅƻǳ Ƴǳǎǘ ǊŜƳƻǾŜ ǘƘŜ ŘƻǿƴǇƛǇŜΦ  

12. Ensure that you have looped the wiring harness over the top of the transmission. Then slide the 

transmission back a little at a time while lowering tƘŜ ƧŀŎƪΦ {ǘŜǇ ƛǘ Řƻǿƴ ǎƭƻǿƭȅ ŀƴŘ ȅƻǳΩƭƭ ōŜ ŀōƭŜ ǘƻ ƎŜǘ 

it out without much hassle. There is enough clearance with the complete DPF system intact for it to 

come out. Lower it down to a safe level (the lower it is, the more stable it is) and wheel it back towards 

the back axle.  

 

 

 

 

 

 

 

 

13. Now that the transmission is down you can finally see the OEM clutch. Start by removing all the bolts 

that hold the pressure plate to the flywheel so you can remove it and the OEM disk. Be careful when 

removing the bolts, the pressure plate is heavy and the clutch disk will fall out on your toes when 

pressure is removed. Be ready for it to come out so you can catch it or move your feet out of the way so 

it can bounce off the ground and hit you in the shins. That felt nice. Just for fun, reach up and grab the 

OEM dual mass flywheel and turn it back and forth. Feel all the play that has already happened due to 

normal wear? How can this be a good design? 
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14. Locate the cover for the engine barring tool on the front of the passenger side of the bell housing 

adapter. Loosen the two screws and rotate the cover out of the way, no need to remove it. Utilize a 

socket through the top inboard hole to access the bolts to remove the dual mass flywheel. There are 8 

bolts that hold the back half of the dual mass flywheel to the front half. You must remove one, rotate 

ǘƘŜ ŜƴƎƛƴŜΣ ǊŜƳƻǾŜ ŀƴƻǘƘŜǊΣ ŀƴŘ ǊŜǇŜŀǘ ǳƴǘƛƭ ƛǘΩǎ ƻŦŦΦ L ǿŀǎ ŀōƭŜ ǘƻ ǘǳǊƴ ǘƘŜ ŜƴƎƛƴŜ ƻǾŜǊ ōȅ ǊƻǘŀǘƛƴƎ ǘhe 

flywheel by hand, but wear some leather gloves or it will cut your hand apart. Once the last bolt is 

ǊŜƳƻǾŜŘΣ ǘƘŜ ŦƭȅǿƘŜŜƭ ǿƛƭƭ ƭƛǘŜǊŀƭƭȅ Ŧŀƭƭ ƻŦŦΣ ŀƴŘ ƛǘΩǎ ǾŜǊȅ ƘŜŀǾȅΦ L ǎǳƎƎŜǎǘ ƘŀǾƛƴƎ ǎƻƳŜōƻŘȅ ƘƻƭŘ ǘƘŜ 

flywheel while somebody else removes the bolts. Once the heavy part is off, remove the front half by 

taking out the 8 bolts that hold it to the crank. On some applications, there is a small stamped steel 

plate attached to the crank, this plate must be removed and is not to be reinstalled with the new South 

Bend Clutch assembly. My truck did not have this plate installed. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

15. Remove the clutch fork assembly and the throw out bearing from the transmission bell housing. It is 

sitting on a pivot ball on the passenger side and will pop out with very little pressure.
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STOP! 
Now that the clutch is removed, there are a few VERY important things to do before you start installing 

the new clutch. The entire area must be thoroughly inspected for any defects prior to install. If you fail 

to detect a major defect in your engine/transmission assembly during this step, CATASTROPHIC FAILURE 

WILL RESULT.  

At a very minimum you must perform the following actions: 

¶ LƴǎǇŜŎǘ ǘƘŜ ǊŜŀǊ Ƴŀƛƴ ǎŜŀƭ ŦƻǊ ŀƴȅ ǎƛƎƴǎ ƻŦ ƭŜŀƪŀƎŜΦ LŦ ǎƻ ǊŜǇƭŀŎŜ ƛǘ ǿƛǘƘ ŀ ƴŜǿ ƻƴŜΦ LŦ ƛǘΩǎ ƭŜŀƪƛƴƎ ŀƴŘ 

ȅƻǳ ŘƻƴΩǘ ŦƛȄ ƛǘ ƴƻǿΣ ȅƻǳΩƭƭ ƘŀǾŜ ǘƻ Ǉǳƭƭ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴ ōŀŎƪ ƻǳǘ ƭŀǘŜǊ ǘƻ ŦƛȄ ƛǘΦ  

¶ Inspect the transmission adapter on the engine for any signs of cracking, distortion, or any other 

visual defects. 

¶ LƴǎǇŜŎǘ ǘƘŜ ƎŜŀǊ ƻƴ ȅƻǳǊ ǎǘŀǊǘŜǊΦ LŦ ǘƘŜ ƎŜŀǊ ƛǎ ŘŀƳŀƎŜŘ ƻǊ ǿƻǊƴ ƻǳǘΣ ȅƻǳΩƭƭ Ǌǳƛƴ ǘƘŜ ǊƛƴƎ ƎŜŀǊ ƻƴ ǘƘŜ 

new flywheel. 

¶ Inspect the rear section of the crank shaft for any signs of cracking or visual damage. 

¶ Inspect the transmission bell housing for any signs of cracking or visual damage. 

¶ Inspect the clutch fork pivot ball for damage, excessive wear, and ensure the nylon cap is on it.  

¶ Inspect your transmission input shaft for any distortion, discoloration, twisting, and excessive play. It 

ǿƛƭƭ ƘŀǾŜ ǎƻƳŜ Ǉƭŀȅ ƛƴ ƛǘΣ ōǳǘ ƛŦ ȅƻǳ Ŏŀƴ ƳƻǾŜ ƛǘ ƛƴ ŀƴŘ ƻǳǘ ŀƴŘ ǿƛƎƎƭŜ ƛǘ ŀǊƻǳƴŘ ŀƴ ƛƴŎƘΣ ȅƻǳΩǾŜ Ǝƻǘ ŀ 

major problem.  

¶ Inspect any other areas that you can see. Look for any visual defects of any kind. Repair/replace 

whatever you can now before you put the transmission back in the truck. 

¶ Clean out any excessive buildup in the transmission bell housing. 
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INSTALLATION 

Before you start installing anything, be sure you have inspected everything mentioned in the page 

above. If this has not been accomplished, go back and do it now.  

1. Start by removing the pivot ball inside the bell housing on the passenger side. There is a washer 

behind it, you must remove this washer and re-install the pivot ball. This is for clearance reasons for the 

new clutch fork. Cover the pivot ball with a light coat of grease.   
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2. Install the new throw out bearing onto the clutch fork included with the kit. It is held on with some 

metal clips that slide through two holes in the clutch fork. The new clutch fork has been modified to give 

the appropriate clearance for the dual disk clutch. My OEM clutch fork had a small metal clip on the 

pivot ball side that cliǇǇŜŘ ƻƴΦ ¢ƘŜ ƛƴǎǘǊǳŎǘƛƻƴǎ ŦǊƻƳ {./ ŘƛŘƴΩǘ ƳŜƴǘƛƻƴ ŀƴȅǘƘƛƴƎ ŀōƻǳǘ ǘƘƛǎ ŎƭƛǇΣ ǎƻ L 

ǊŜƛƴǎǘŀƭƭŜŘ ƛǘ ƻƴ ǘƘŜ ƴŜǿ ŎƭǳǘŎƘ ŦƻǊƪΦ ¢ƘŜ ŎƭǳǘŎƘ ŦƻǊƪ ǎƘƻǳƭŘ ƘŀǾŜ ŀ ǎǘƛŎƪŜǊ ƻƴ ƛǘ ǘƘŀǘ ǎŀȅǎ άǇƛǾƻǘ ōŀƭƭ 

ǎƛŘŜΣέ ƻōǾƛƻǳǎƭȅ ǘƘƛǎ ǎƛŘŜ ƎƻŜǎ ƻƴ ǘƘŜ ǇƛǾƻǘ ōŀƭƭΦ LŦ ȅƻǳǊǎ ŘƻŜǎƴΩǘ ƘŀǾŜ ǘƘŜ ǎǘƛŎƪŜǊΣ ǘƘŜ άǘƘƛŎƪŜǊέ ǎƛŘŜ ƛǎ ǘƘŜ 

one that goes on the pivot ball. In the picture below, the left hand side goes on the ball. Put a light coat 

of grease inside either end of the clutch fork where the pivot ball and slave cylinder contact it, the throw 

out bearing slide surface (where it sits on the input shaft,) and on the input shaft splines. Slide the clutch 

fork and throw out bearing over the transmission input shaft and push it onto the pivot ball.  
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3. The new clutch assembly comes completely assembled in the box. Disassemble it now by loosening 

the pressure plate bolts in a star pattern. The instructions say 1/4 turn at a time, but I did a full turn each 

time with no ill effects. tŀȅ ǎǇŜŎƛŀƭ ŀǘǘŜƴǘƛƻƴ ǘƻ ǘƘŜ ǊŜŘ Ǉŀƛƴǘ ǘƘŀǘΩǎ ƻƴ ǘƘŜ ǎƛŘŜ ƻŦ ǘhe clutch. This paint 

covers part of the flywheel, floater plate, and the pressure plate. It is imperative that you re-align these 

red marks when you install the new clutch. Clean all the surfaces that come in contact with the clutch 

disks with a residue free solvent, such as brake cleaner, to remove all grease and dirt from the surface. 

5ƻƴΩǘ ǘƻǳŎƘ ǘƘƻǎŜ ǎǳǊŦŀŎŜǎ ǿƛǘƘ ȅƻǳǊ ōŀǊŜ ƘŀƴŘǎ ōŜŎŀǳǎŜ ȅƻǳ ǿƛƭƭ ǊŜ-contaminate the area with oil from 

your fingers. Inspect the pilot bearing to ensure the snap ring that helps to hold it in is securely in place 

and then put a light coat of grease in the pilot bearing. Take both clutch disks and ensure they slide 

freely onto the input shaft of the transmission. This will ensure everything fits properly and will save you 

somŜ ŦǊǳǎǘǊŀǘƛƻƴ ǿƘƛƭŜ ǘǊȅƛƴƎ ǘƻ ƎŜǘ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴ ƛƴǎǘŀƭƭŜŘ ōŜŎŀǳǎŜ ȅƻǳ ǘƘƛƴƪ ǘƘŜ Řƛǎƪǎ ŘƻƴΩǘ ŦƛǘΦ 
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4. Clean the crank shaft and the bolt holes with the same solvent used to clean the clutch. Lift the new 

flywheel up (very heavy) and put it on the crank shaft. Have somebody else coat the bolts with red 

loctite and install them. Once you have all the bolts in, tighten down in a star pattern to 90-100 ft lbs. I 

ƭƛƪŜ ǘƻ ǘƻǊǉǳŜ ǘƘŜ ōƻƭǘǎ Řƻǿƴ ƛƴ ǎǘŜǇǎΣ ōǳǘ ƛǘΩǎ ǇǊƻōŀōƭȅ ƴƻǘ ƴŜŜŘŜŘ ƛƴ ǘƘƛǎ ŀǇǇƭƛŎŀǘƛƻƴΦ CƛǊǎǘ I snugged 

them down with a ratchet, then torqued to 50 ft lbs, then went to 95 ft lbs. The engine will turn over as 

you try to torque the flywheel. I had my helper hold the flywheel by inserting a pry bar into one of the 

ring gear teeth and prying against something solid under the truck. Just be real careful not to damage 

ǘƘŜ ǘŜŜǘƘΦ L ŘƻƴΩǘ ǎǳƎƎŜǎǘ ƛƴǎŜǊǘƛƴƎ ǘƘŜ ǇǊȅ ōŀǊ ƛƴǘƻ ǘƘŜ ƎǊƻƻǾŜǎ ƻƴ ǘƘŜ ŦƭȅǿƘŜŜƭ ŦƻǊ ǘƘŜ ŎŜƴǘŜǊ plate; 

ȅƻǳΩƭƭ ǇǊƻōŀōƭȅ ŘŀƳŀƎŜ ǎƻƳŜǘƘƛƴƎ ƛƳǇƻǊǘŀƴǘΦ 
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5.  Both clutch disks will have a sticker on them. One disk ǿƛƭƭ ǎŀȅ άŦƭȅǿƘŜŜƭ ǎƛŘŜέ ŀƴŘ ǘƘŜ ƻǘƘŜǊ disk will 

ǎŀȅ άǇǊŜǎǎǳǊŜ ǇƭŀǘŜ ǎƛŘŜΦέ tǳǘ ǘƘŜ άŦƭȅǿƘŜŜƭ ǎƛŘŜέ ƻŦ ǘƘŜ ŦƛǊǎǘ Řƛǎƪ ŀƎŀƛƴǎǘ ǘƘŜ ŦƭȅǿƘŜŜƭΣ ǘƘŜƴ ǘƘŜ ŎŜƴǘŜǊ 

ǇƭŀǘŜΣ ǘƘŜƴ ǘƘŜ άǇǊŜǎǎǳǊŜ ǇƭŀǘŜ ǎƛŘŜέ ƻŦ ǘƘŜ ǎŜŎƻƴŘ Řƛǎƪ ŀƎŀƛƴǎǘ ǘƘŜ ǇǊŜǎǎǳǊe plate. LǘΩǎ ƴƻǘ ǊŜǉǳƛǊŜŘ ǘƻ 

remove the stickers from both disks, but I tried to remove them before I installed the disks and was 

unable to get them off. I found it easiest to create a sandwich of both pressure plates with the center 

plate in the middle on the alignment tool, and then set the entire assembly on the flywheel as one unit. 

Be sure to align the red mark on the side of the center plate with the red mark on the flywheel. The 

alignment tool is strong enough to hold the clutch disks in place once the center plate is lined up on the 

ŦƭȅǿƘŜŜƭΣ ōǳǘ L ǊŜŎƻƳƳŜƴŘ ƘŀǾƛƴƎ ȅƻǳǊ ƘŜƭǇŜǊ ƪŜŜǇ ŀ ƘŀƴŘ ƻƴ ƛǘ ǘƻ ōŜ ǎǳǊŜ ƛǘ ŘƻŜǎƴΩǘ Ŧŀƭƭ ƻŦŦΦ  

IŜǊŜΩǎ ŀ ǾŜǊȅ ƛƳǇƻǊǘŀƴǘ ǘƛǇ ǘƘŀǘ ǿƛƭƭ ƳŀƪŜ the install a lot easier. The plastic alignment tool included 

with the kit is not the greatest thing in the world, specifically the little plastic loop on the end that you 

use to pull it back out. The first time you grab that loop and try to remove the alignment tool, it will 

ōǊŜŀƪ ƻŦŦ ƛƴ ȅƻǳǊ ƘŀƴŘΦ ¢ƘŜǊŜΩǎ ƴƻǘ ŜƴƻǳƎƘ ǎǘƛŎƪƛƴƎ ƻǳǘ ǘƻ grab it with something to pull it out, so you 

must remove the pressure plate, center plate, and both disks to get it out. Do yourself a favor and break 

that ring off right from the start. Drill a hole through the alignment tool at the top of the splines and run 

a piece of heavy gauge wire through it. This is strong enough to pull the tool out. Guess how I figured 

this out. 
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6Φ Lƴǎǘŀƭƭ ǘƘŜ ǇǊŜǎǎǳǊŜ ǇƭŀǘŜ ƻǾŜǊ ǘƘŜ ŀƭƛƎƴƳŜƴǘ ǘƻƻƭΦ IŜǊŜΩǎ ŀ ǘƛǇ ǘƘŀǘ ǿƛƭƭ ƳŀƪŜ ȅƻǳǊ ƭƛŦŜ ŜŀǎƛŜǊΦ L 

installed 4 bolts on the presǎǳǊŜ ǇƭŀǘŜ оΣ сΣ фΣ ŀƴŘ мн ƻΩŎƭƻŎƪΣ ōǳǘ L ƻƴƭȅ Ǉǳǘ ǘƘŜƳ ƛƴ Ƨǳǎǘ ǘƛƎƘǘ ŜƴƻǳƎƘ ǘƻ 

hold the clutch disks in place without the alignment tool, no more. Pull the alignment tool out, it will be 

tight. Utilizing your eyeballs and some various tools, visually align the clutch disks by inserting something 

down the center and moving them around a little. The weight of both disks hanging off of the plastic 

tool will cause it to bend down, and your transmission will never go back in. It took 3 hours of trying to 

re-stab the transmission before I figured this out. You should be able to align everything so you can fully 

insert and fully remove the alignment tool with one hand. If you have to jerk, yank, or use a pry bar to 

Ǉǳƭƭ ƛǘ ƻǳǘΣ ƛǘΩǎ ƴƻǘ ŀƭƛƎƴŜŘΦ hƴŎŜ ȅƻǳ ƘŀǾŜ ƛǘ Ǉerfect, cover the other bolts with red loctite, insert them 

into the flywheel, and tighten them down to match the first 4 bolts. Then remove the first 4 bolts one at 

a time, cover them with loctite, and reinsert them. Once all 8 bolts are covered with loctite and screwed 

in, torque all of them down in a star pattern to 45 ft lbs. Again, the instructions said 1/4 turn at a time, 

but I did it in 1/2 turn increments. hƴŎŜ ƛǘΩǎ Ŧǳƭƭȅ ǘƻǊǉǳŜŘ ŘƻǿƴΣ ǊŜŎƘŜŎƪ ǘƘŜ ŀƭƛƎƴƳŜƴǘ ǘƻƻƭΦ LŦ ȅƻǳ Ŏŀƴ 

pull it out and fully insŜǊǘ ƛǘ ǿƛǘƘ ƻƴŜ ƘŀƴŘ ȅƻǳΩǊŜ ƎƻƻŘΣ ƛŦ ȅƻǳ ŎŀƴΩǘ ȅƻǳ ƴŜŜŘ ǘƻ ƭƻƻǎŜƴ ŀƭƭ ǘƘŜ ǇǊŜǎǎǳǊŜ 

plate bolts and try again. Just trust me on this one.  

 

 

 

 

 

 

 

 

 

 

 

Note:  The next few steps are the exact opposite of the removal steps. I have decided not to include 

pictures for these since they are the exact same pictures posted in the removal steps. This helps to keep 

the size of this document to a minimum ǎƻ ƛǘΩǎ ǉǳƛŎƪŜǊ ǘƻ ŘƻǿƴƭƻŀŘ ŀƴŘ ŜŀǎƛŜǊ ǘƻ ǇǊƛƴǘΦ LŦ ȅƻǳ ǿƻǳƭŘ ƭƛƪŜ 

to see the pictures, scroll back up to the removal steps. Any new procedures will have pictures included.  
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7. Now comes the fun part. Before you start to reinstall the transmission, reach into the hole where your 

shift tower was and slide one of the shift ŦƻǊƪǎ ǘƻ Ǉǳǘ ƛǘ ƛƴ ƎŜŀǊΦ Lǘ ŘƻŜǎƴΩǘ ƳŀǘǘŜǊ ǿƘƛŎƘ ƻƴŜ ȅƻǳ ŎƘƻƻǎŜ 

or which way you push it, just put it into any gear. This allows you to rotate the input shaft by rotating 

one of the driveshaft outputs to help you align the splines. If I thought about it before hand I would have 

put my transfer case in 4X4 so I could spin the transmission utilizing the front drive shaft yolk, instead I 

had to insert the rear driveshaft and rotate that thing. 

 

 

 

 

 

 

 

 

 

Move the transmission back into position by reversing the step-down procedure you used to get it out. 

Move it forward a little, lift a little, forward a little, lift a little, etc. Do this until the input shaft aligns with 

the new clutch disks. ̧ ƻǳΩƭƭ ƘŀǾŜ to pry over the exhaust hanger on the downpipe again to get the bell 

housing past it. hƴŎŜ ƛǘΩǎ ƭƛƴŜŘ ǳǇΣ ǇǳǎƘ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴ ŦƻǊǿŀǊŘ ǘƻ ƛƴǎŜǊǘ ǘƘŜ ƛƴǇǳǘ ǎƘŀŦǘ ƛƴǘƻ ǘƘŜ ŘƛǎƪǎΦ 

¸ƻǳΩǊŜ ƎƻƛƴƎ ǘƻ ƘŀǾŜ ǘƻ Řƻ ŀ ōǳƴŎƘ ƻŦ ǿƛƎƎƭƛƴƎ ƭƛŦǘƛƴƎΣ ƭƻǿŜǊƛƴƎΣ ŜǘŎΦ ǘƻ ƎŜǘ it in. Insert the rear drive 

shaft (or grab the front driveshaft yolk on the transfer case if you were smart enough to put it in 4X4) 

and rotate it back and forth while pushing the transmission into the clutch. You will be able to feel when 

the splines align. When everything is absolutely perfect, it will fall into place. The transmission should 

Ŧǳƭƭȅ ƳŀǘŜ ǿƛǘƘ ǘƘŜ ōŜƭƭ ƘƻǳǎƛƴƎ ŀŘŀǇǘŜǊ ƻƴ ǘƘŜ ŜƴƎƛƴŜΦ LŦ ƛǘ ŘƻŜǎƴΩǘ Ŧǳƭƭȅ ǘƻǳŎƘΣ DO NOT TRY TO PULL IT 

IN WITH THE BELL HOUSING BOLTS! The only thing trying to pull it in with the bolts will do is break the 

ŜŀǊ ƻŦŦ ƻŦ ǘƘŜ ŀƭǳƳƛƴǳƳ ōŜƭƭ ƘƻǳǎƛƴƎΣ ƴƻǿ ȅƻǳΩǾŜ Ǝƻǘ ŀ ōǳǎǘŜŘ ǳƴŀƭƛƎƴŜŘ ǘǊŀƴǎƳƛǎǎƛƻƴΦ YŜŜǇ ǿƻǊƪƛƴƎ 

with it and eventually it will seat.  

8Φ hƴŎŜ ƛǘΩǎ Ŧǳƭƭȅ ǎŜŀǘŜŘΣ ƛƴǎǘŀƭƭ ǘƘŜ 8 bell housing bolts around the transmission. Be sure to install the 

ōǊŀŎƪŜǘ ƻƴ ǘƘŜ ǘƻǇ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ƻŦ ǘƘŜ ǘǊŀƴǎƳƛǎǎƛƻƴ ǘƘŀǘ ƘƻƭŘǎ ǘƘŜ ǿƛǊƛƴƎ ƘŀǊƴŜǎǎ ŀƴŘ the exhaust 

hanger bracket on the lower passenger side when you put those bolts in. 

9. Install the cross member and tighten down the 4 bolts that secure it to the frame. Then lower the 

transmission jack down to set the transmission mount on the cross member. Install the three nuts that 

hold the transmission mount and remove the jack. 


